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Signal Conditioners: microBlox'Series

Acromag Agility™ Config Tool Mobile Application

The Agility™ Config Tool is a mobile application
that allows easy setup and configuration of

Acromag microBlox® Series signal conditioners e '
and alarms.
You can download the Agility application free

of charge from the Google Play™ store at play.
google.com (Android), or the Apple® App Store®

at itunes.apple.com (Apple i0S).

Demo the software, no need for a module. To

enter demo mode simply tap the icon in o

the upper left corner 8 times.

€3 Bluetooth

Key Features & Benefits
m Connects to microBlox signal conditioners via

< " uB39-B CONFIGURATION CALIBRATION DIAGNOSTIC CENTER

UB39-B WIRING DIAGRAMS

ot Alon 0 Bluetooth wireless technology
Input Type: 5 Volts

Example Output Connections . .
— m Requires the use of a smart device
S B = Configures and calibrates microBlox UB Series
1/0 SCALING . . .
TR T yo products via phone or tablet running Android
5000 V= 20000 mA 4.3 or later or i0S 8.1 or later.
e Wt ey S e m View wiring diagrams, even without an
Tag Name: - Acromag u835:8 internet connection

m Perform quick and easy field diagnostics and
toubleshooting

m |deal for field technicians

Device status: Connected

m Trend and share field data

With a couple of taps, quickly configure input, output, unit and scaling options.

=]
?: Acromag Agility
EXAMPLE uB39 OUTPUT CONNECTIONS

PANEL CHANNEL CJC SWITCH CAN BE SET ON OR OFF FOR THIS MODEL

cameATon CIAGHOSTI: CENTIR

ISOLATED FIELD CURRENT OUTPUT ON PANEL l:!“gTST
T T T (oneackeane) 1 UPTO+/-5V
YOUR LOAD FIELD (com)

Poilg Pecod + ms

46.47°C

o600 orms La—F- [[[S[ u39 mobute [ [S]]|H-
F+ ||@E-‘- PLUG IN PANEL :@" H+

i " Ru* ! (outpum)

= CURRENT | é
OPT & PANELCIC | D
EARTH (ON BACK-PANEL) SWITCH ON | B
FIELD or OFF | 2
Ne-€- [[[S]4 NC | 5
Ne-€e+ [[S[¢——nc | i/
o

EXC
-«____ "9 ____ 1 Lo

(ON BACK-PANEL)
HOST 1/0 IS AT BACKPANEL TERMINALS AND DB25 CONNECTOR

Quick and easy access to the wiring diagram, even offline without internet access. a cro ag ®
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https://play.google.com/store/apps/details?id=com.acromag.acromagagilityconfigtool
https://play.google.com/store/apps/details?id=com.acromag.acromagagilityconfigtool
https://apps.apple.com/us/app/acromag-agility-config-tool/id1144194002

Signal Conditioners: microBlox Series

Acromag Agility™ Config Tool Mobile Application

Alarm Function

HIGH-ALARM WITH DEADBAND
(REVERSE ACTING ALARM OUTPUT OFF)

LOW-ALARM WITH DEADBAND

(REVERSE ACTING ALARM OUTPUT OFF)

INPUT
INPUT
| | |
A SETPOINT (sp) /\ | <«NORMAL STATE—> ALARM STATE—» «—NORMAL STATE—
sP (OUT ZERO) (OUT FULL-SCALE)|  (OUT ZERO)
DEADBAND (DB INPUT SIGNAL
| SP-DB|— —_ — -
SP-DB |- — - — - _ DEADBAND (DB)
| sp
INPUT SIGNAL SETPOINT (sp)
«—NORMAL STATE—>| <«—ALARM STATE—>|<—NORMAL STATE— | |
(OUT ZERO) (OUT FULL-SCALE) | (OUT ZERO)
| > | | >

tl t2
t1 IS TIME INPUT SIGNAL INCREASES TO SP
t11S TIME INPUT DECREASES TO SP MINUS DB

TIME

tl t2
t1 IS TIME INPUT SIGNAL DECREASES TO SP
t1 IS TIME INPUT INCREASES TO SP PLUS DB

TIME

Calibration

Data Logging

Diagnostics

RV 4
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@ 1:58

cumarn DT TR

IRPUT

Curvently Cakbraling: £5Nolte
o ch

TEST /O

Current Input Type: 45 Volts

Indicator;

———

START POLLING

Bluctooth Setting.

Scanning for Bevices

Bevice Connected:

Microcontrolier Communication:

' Ome or more test fasted. What solutions are available?
ok

An oniline video tutorial ean be found at:

Curvently Gasbrating: 45 Nolts
Note +5V e VESTIONS
’ X Contact Acromag by tapping the button below.
Palling Period =

Output Adjustment &iider.

C]

Coarse Adustment:

Acromag uB39-B Polling Graph

Fine Adusiment

CALIBRATE ZERO SCALE

The Bluetooth® word mark and logos are registered trademarks owned by the Bluetooth SIG, Inc. and any use of such marks by Acromag is under license other trademarks are property of their respective owners,
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Transmitters: TT Series

Acromag Agility™ Config Tool Mobile Application

The Agility™ Config Tool is a mobile
application that allows easy setup and
configuration of Acromag TT Series
transmitters via a tethered mobile device.

Current g Type: £20 millamps

This free app is available for Android
devices at the Google Play store
at Acromag Aqility™ Config Tool.

Demo the software, no need for a
module. To enter demo mode simply tap
the icon in the upper left corner
8 times.

Key Features & Benefits
m Connects to Acromag TT Series transmitters

{ ‘b TT234-0... CONFIGURATION COMFIG TABLE CALIBRATION DIAGHOSTIC CENTER

TT234-0600 WIRING DIAGRAMS

INPUT OPTIONS (except models TT231)
Potentiomenter Input Wiring
Input Type: Thermistor (Use Table) P i
el : ’ Rheostat/Thermistor Input Wiring = ReqU|reS the use Of USB OTG Cable
Input Filtering: Medium P Output/Power Wiring (A;rpmag part #: 5028-565) and USB A to
Mini B Cable (Acromag part #: 4001-113)
OUTPUT OPTIONS Output Sinking/Sourcing Wiring ] } )
= I n Cpnﬂgures and cahbrate; T Semeg products
via phone or tablet running Android 4.3 ICS
REREERE IR (Ice Cream Sandwich) or later.
Unit: Celsius P X - . .
" m View wiring diagrams, even without an
1/0 SCALING internet connection
-40.00 *C = dmA Out

m Perform quick and easy field diagnostics and
troubleshooting

| Device status: Connected |

. . o . . . m Ideal for field technicians
With a couple of taps, quickly configure input, output, unit and scaling options.

*’ Acromag Agility

MODEL TT236-0600 INPUT SENSOR WIRING

oW - ,
o1 300 TS FROME CuTRUT 500

o AL BRNG EL

Quick and easy access to the wiring diagram, even offline without internet access. a cro ag ®
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http://play.google.com/store/apps/details?id=com.acromag.acromagagilityconfigtool
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Signal Splitters: SPx30 Series

Acromag Agility™ Config Tool Mobile Application

The Agility™ Config Tool is a mobile
application that allows easy setup and
configuration of Acromag SP Series
signal splitters via a tethered mobile
device.

This free app is available for Android
devices at the Google Play store
at Acromag Agility™ Config Tool.

Demo the software, no need for a
module. To enter demo mode simply tap
the icon in the upper left corner
8 times.

Key Features & Benefits

m Connects to Acromag SP230 and SP330 Series
Currenty Caltwating: 1 Type signal splitters
. . N e m Requires the use of USB OTG Cable
e (Acorag part#: 5028:565)and USB A t

m— ; Mini B Cable (Acromag part #: 4001-113)
= Configures and calibrates SP230 and SP330
Series products via phone or tablet running
o Chasrat . Android 4.3 ICS (Ice Cream Sandwich) or later.
Gty et 4-20 ilampe — m View wiring diagrams, even without an
' - - - internet connection

DOPUJ - = ® m Perform quick and easy field diagnostics and
Conrsa Adjustmant troubleshooting

m |deal for field technicians

With a couple of taps, quickly configure input, output, unit and scaling options.

MODEL $F236-0600 INPUT SENSOR WIRING

prem CUTPUT SIDE

ML TR 0

AN AL SPRENG G

Quick and easy access to the wiring diagram, even offline without internet access.

Acromagky¥
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https://play.google.com/store/apps/details?id=com.acromag.acromagagilityconfigtool

